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ПЛАЗМЕННО-ДУГОВАЯ ТЕХНОЛОГИЯ

                                                        

                                                                                                                                                                                                    
моделювання, яка дозволяє проводити прогнозування оптимальних технологічних параметрів на основі аналізу 
теплової картини при зміні в широкому діапазоні параметрів геометрії монокристалічного злитка і конструк-
ції електромагнітної системи. Дано рекомендації для розробки нових технологій, спрямованих на розширення 
сортаменту тугоплавких монокристалів при забезпеченні високої продуктивності і економічної ефективності. 
Бібліогр. 12, іл. 6.
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A mathematical model of plasma-induction melting was developed and implemented in the joint solution of 
electromagnetic and thermal problems in accordance with the technological scheme of growing single crystals 
of tungsten and correction of its parameters based on the data of the full-scale experiment, was made. Data of 
characteristics of the thermal pattern in the form of temperature and gradient fields were obtained with a sufficient 
accuracy for practical purposes, including those in the high-temperature region of a single crystal of tungsten, which 
is of great importance in connection with the existing difficulties in obtaining them by other methods of measurement. 
A mathematical modeling technique has been developed that allows predicting the optimal technological parameters 
on the basis of the thermal picture analysis with a change of parameters of the geometry of a single-crystal ingot and 
the design of an electromagnetic system over a wide range. Recommendations are given for the development of new 
technologies aimed at expanding the range of refractory single crystals with ensuring high productivity and economic 
efficiency. Ref. 12, Fig. 6.
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