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метоДиКа чисельного прогноЗУВання ро-
БотоЗДатностІ трУБопроВІДних елементІВ ІЗ 
КороЗІйно-ероЗІйними ДеФеКтами В УмоВах 

ВисоКотемператУрноЇ еКсплУатаЦІЇ

розроблено комплекс моделей чисельного прогнозування докри-
тичного пошкодження та граничного стану зварних трубопровід-
них елементів в умовах високотемпературної експлуатації, що 
враховують особливості монтажного зварювання та наявність 
ізольованого дефекту локального стоншення стінки корозій-
но-ерозійної природи. на прикладі характерного трубопроводу з 
нержавіючої сталі досліджено особливості поточного та гранич-
ного станів зварних конструкцій в умовах розвинених деформа-
цій повзучості. показано вплив дефекту локального стоншення 
стінки трубопровідного елемента на закономірності докритиче-

ского і макроскопічного пошкодження металу при складному 
температурно-силовому впливі. Библіогр. 11, іл. 7.

Ключові слова: докритичне пошкодження, деформації повзучості, 
трубопровідний елемент, дефект стоншения стінки, граничний 
стан, чисельне прогнозування
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METHODOLOGY OF NUMERICAL PREDICTION OF 
SERVICEABILITY OF PIPELINE ELEMENTS WITH 

CORROSION-EROSION DEFECTS UNDER CONDITIONS 
OF HIGH-TEMPERATURE OPERATION

A complex of models of numerical prediction of subcritical 
damage and limiting state of welded pipeline elements under 
conditions of high-temperature operation, taking into account the 
features of site welding and the presence of an isolated defect of 
local wall thinning of the corrosion-erosive nature, was developed. 
The characteristics of current and limited state of welded 
structures under the conditions of propagated creep deformations 
were investigated using the example of a characteristic pipeline of 
stainless steel. The infl uence of a local wall thinning defect of a 
pipeline element on the regularities of subcritical and macroscopic 
metal damage was shown at a complex temperature-force action. 
11 – Ref., 7 – Fig.

Keywords: subcritical damage, creep deformations, pipeline element, 
wall thinning defect, limited state, numerical prediction
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